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§ 142.48 Eyewash equipment. 
Portable or fixed eyewash equipment 

providing emergency relief must be im-
mediately available near the drill 
floor, mudrooms, and other areas 
where there is a reasonable probability 
that eye injury may occur. 

[CGD 79–077, 51 FR 28381, Aug. 7, 1986] 

Subpart C—General Workplace 
Conditions 

§ 142.81 Purpose and applicability. 
This subpart prescribes requirements 

relating to general working conditions 
on OCS facilities. 

§ 142.84 Housekeeping. 
All staging, platforms, and other 

working surfaces and all ramps, stair-
ways, and other walkways must be 
kept clear of portable tools, materials, 
and equipment not in use and be 
promptly cleared of substances which 
create a tripping or slipping hazard. 
When engaged in an activity on the 
drill floor in which the spillage of drill-
ing fluid is inevitable, such as when 
pulling wet strings of drill pipe, foot-
wear and flooring designed to reduce 
slipping substantially may be used in-
stead of keeping the drill floor free of 
drilling fluid during the activity. 

[CGD 79–077, 51 FR 28381, Aug. 7, 1986] 

§ 142.87 Guarding of deck openings. 
Openings in decks accessible to per-

sonnel must be covered, guarded, or 
otherwise made inaccessible when not 
in use. The manner of blockage shall 
prevent a person’s foot or body from in-
advertently passing through the open-
ing. 

§ 142.90 Lockout and tagout. 
(a) While repair or other work is 

being performed on equipment powered 
by an external source, that equipment 
must be locked out as required in para-
graph (b) of this section or, if a lockout 
provision does not exist on the equip-
ment, must be disconnected from the 
power source or otherwise deactivated, 
unless the nature of the work being 
performed necessitates that the power 
be connected or the equipment acti-
vated. 

(b) If the equipment has a lockout or 
other device designed to prevent unin-
tentional activation of the equipment, 
the lockout or other device must be en-
gaged while the work is being per-
formed on the equipment, unless the 
nature of the work being performed ne-
cessitates that the equipment be acti-
vated. 

(c) A tag must be placed at the point 
where the equipment connects to a 
power source and at the location of the 
control panel activating the power, 
warning— 

(1) That equipment is being worked 
on; and 

(2) If the power source is discon-
nected or the equipment deactivated, 
that the power source must not be con-
nected or the equipment activated. 

(d) The tags must not be removed 
without the permission of either the 
person who placed the tags, that per-
son’s immediate supervisor, or their re-
spective reliefs. 

[CGD 79–077, 51 FR 25059, July 10, 1986; 51 FR 
28382, Aug. 7, 1986] 

PART 143—DESIGN AND 
EQUIPMENT 

Subpart A—General 

Sec. 
143.1 Purpose. 
143.15 Lights and warning devices. 

Subpart B—OCS Facilities 

143.100 Applicability. 
143.101 Means of escape. 
143.105 Personnel landings. 
143.110 Guards and rails. 
143.120 Floating OCS facilities. 

Subpart C—Mobile Offshore Drilling Units 

143.200 Applicability. 
143.201 Existing MODUs exempted from new 

design requirements. 
143.205 Requirements for U.S. and undocu-

mented MODUs. 
143.207 Requirements for foreign MODUs. 
143.210 Letter of compliance. 

Subpart D—Vessels 

143.300 Applicability. 
143.301 Load line requirements. 

Subpart E—Standby Vessels 

143.400 Applicability. 

VerDate Mar<15>2010 07:59 Sep 03, 2010 Jkt 220131 PO 00000 Frm 00121 Fmt 8010 Sfmt 8010 Y:\SGML\220131.XXX 220131er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-28T08:42:27-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




